GATE OR BUTTERFLY

VALE (SEE SPECS)

STRAINER WITH
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FLEXIBLE oozzmojoz/ |

SUCTION DIFFUSER WITH
ADJUSTABLE SUPPORT

LEG 1 1/2” dia. B.l. PIPE
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BALANCING & SHUT-OFF

VALVE
THERMOMETER
\ (IN WELL)

INCREASER AS
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g GAUGES WITH EXTENDED
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GAUGE COCK EXTENDED
BEYOND INSULATION
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/ ISOLATION

BASE PLATE O =
i INISHED FLOOR
HOUSEKEEPING -

INERTIA m>mm\\ /|>zo_._om BOLT

END SUCTION PUMP DETAIL

SCALE: NONE

SPLATTER DAMPER

FIRE DAMPER ACCESS

ROD, WASHER & LOCKNUT
/ OR CONTINUQUS HINGE

DOOR LABELED °FIRE
DAMPER ACCESS”

DUCT WORK 1

SEE PROJECT

DWGS. FOR 3

SIZE AND O

CONT. \ el R~ T
/ i T Dy + 3/4
4
\ ol p \ \V/
- 7
SET SCREW /[9 + 3/4 D HEEL
ADJUSTING D RADIUS
1 BLBR L ROD DEPTH
N ADJUSTING
Wmmm%m |\ FASTEN DUCT TO SLEEVE WITH RODS 60" s
"S" SLIP ON TOP & BOTTOM & ——3/4 D THROAT
(5) (6)  DRIVE SLIP ON SIDES RADIUS

PROVIDE CLEARANCE ON TOP &
SIDES FOR EXPANSION

SPLATTER DAMPER DETAIL

A STRAIGHT ROUND DUCT LENGTH
V 4 DIAMETERS (MINIMUM 2'—0")
AR ~_
FLOW
- - FASTEN AND SEAL CONNECTION
MAIN—= — _H n _— “_v
DUCT _ :
FASTEN AND SEAL
CONNECTION
CLINCH CONNECTION
\ TERMINAL UNIT
PLAN VIEW
NOT TO SCALE
NOTES:

1. THE OPERATION OF VARIABLE VOLUME TERMINAL UNITS ARE AFFECTED BY
EXCESSIVE TURBULENCE ON THE ENTERING SIDE OF EACH TERMINAL UNIT
THEREFORE, TERMINAL UNITS MUST NOT BE INSTALLED TOO CLOSE TO
MAIN DUCTS, ELBOWS AND FITTINGS.

2. WHEN MINIMUM UPSTREAM STRAIGHT DUCT CONNECTION TO TERMINALS AS
INDICATED ABOVE CANNOT BE MAINTAINED, PROVIDE ORIFICE PLATE, STRAIGHTENING
VANES OR OTHER DEVICE AS RECOMMENDED BY TERMINAL UNIT MANUFACTURER
AND SUBMIT TO ENGINEER FOR REVIEW PRIOR TO INSTALLATION.

3. MANUFACTURER OF TERMINAL UNIT SHALL PROVIDE CONTROLS ON LEFT OR
RIGHT SIDE AS REQUIRED BY FIELD CONDITIONS.

4. ARRANGE ACCESS TO PERMIT EASY FIELD BALANCE AND MAINTENANCE OF
TERMINAL UNIT.

TERMINAL UNIT INSTALLATION

NOT TO SCALE

—

\‘OOZOWM._.M SLAB W/ METAL DECK

> BEAM OR JOIST >

<2

Xy &
\ / |AMV \|_._czo CEILING

THE ABOVE DRAWING CLARIFIES THE DESIGN INTENT OF THE CONTRACT
DOCUMENTS AND INDICATES TYPICAL ARRANGEMENT OF MECHANICAL
AND ELECTRICAL WORK IN CEILING CAVITY.

AVAILABLE DUCT SPACE VARIES WITH DEPTH STEEL DUCTWORK SHALL

BE MOUNTED TIGHT AGAINST BOTTOM OF MAJOR STRUCTURAL STEEL.
ALL DUCT SEAMS SHALL BE LOCATED BETWEEN BEAMS OR JOISTS.

MINIMUM OF 3" CLEARANCE SHALL BE MAINTAINED BETWEEN DUCTWORK
AND TOP OF LIGHTING FIXTURES FOR SPRINKLER PIPING.

MINIMUM OF 8" CLEARANCE FOR LIGHTING FIXTURES SHALL BE
MAINTAINED IN ALL AREAS.

©@ e ¥ g

ALL WORK PERFORMED IN CEILING SPACE SHALL BE DONE IN ACCORDANCE
WITH NOTES 2,3,& 4 ABOVE. WHERE INSTALLATION OF MECHANICAL OR
DOMESTIC WATER PIPING AND SANITARY OR STORM WATER PIPING ARE
REQUIRED, THE CONTRACTORS SHALL ASSUME RESPONSIBILITY FOR

FULLY COORDINATING THEIR WORK WITH ALL OTHER TRADES. IN NO
CIRCUMSTANCES SHALL THE CLEARANCE FOR LIGHTING BE VIOLATED
WITHOUT FULLY COORDINATING WORK WITH ELECTRICAL CONTRACTOR.
MODIFICATIONS TO THE LIGHTING LAYOUT TO FACILITATE INSTALLATION

OF WORK INVOLVING OTHER TRADES WILL NOT BE PERMITTED.

ABOVE CEILING SPACE CLARIFICATION

NOT TO SCALE

NOTES:
1 SUPPORT AS REQD
2 BAND FLEX TO COLLAR 1/2”
MIN FROM OUTBOARD END OF COLLAR
3 INSTALL SPIN COLLAR DAMPER
IN OPEN POSITION; FINAL
ADJUSTMENT BY TAB CONTRACTOR
4 PROVIDE INSULATION OVER
STOVEPIPE ELL TO EDGE OF
RECTANGULAR DUCTWORK
SEAL VAPOR BARRIER WITH
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